
Everase Resurfacing Material 
Installation and Maintenance Guidelines
For Everase Multi Media, peel & stick material

BEFORE YOU BEGIN
Examine the material carefully to ensure that the pattern, color, and quality are satisfactory and as ordered.  
Check that the quantity and dimensions match the required specifications, prior to cutting. In the event that any  
discrepancies are found, STOP and contact Wolf-Gordon customer service at 800-347-0550, before proceeding.

Everase should be acclimated in the installation area for at least 24 hours prior to installing, at 60–80ºF. In order to 
separate the 50" peel & stick material from the backer paper without obstruction, clear a workspace of at least 3 feet 
in front of the entire length of the board being resurfaced. You may want to cover the floor area with kraft paper if it 
needs to be protected.

RECOMMENDED TOOLS
Having the following tools on hand will help make your installation run smoothly: a Scotch-BriteTM heavy duty  
scouring pad and a paint/floor scraper for removing any excess debris on the existing chalkboard or whiteboard; 
seam tape to cover any seams on the board; a folding utility knife, scissors (at least 6"), and a 6-foot straight edge 
for cutting the material; a large, natural sponge, dishwashing liquid, and tap water for cleaning the existing surface; 
a 1-gallon spray pump and spray solution (one tablespoon of liquid soap per gallon of tap water) for preparing the 
surface; a squeegee and soft cotton cloths for applying and cleaning the material; masking tape or painter’s tape 
(minimum 2") for holding the material in place; and 100% white silicone caulk (or white craft paint) to hide any gaps 
between the material and the inside of the frame.

SURFACE PREPARATION
Everase is intended for non-porous surfaces only. The chalkboard/whiteboard subsurface must be smooth, clean, and 
free of defects. Remove any excess debris resulting from tape or glue with the Scotch-Brite scouring pad and soapy 
water. Chalk residue on the board or frame should also be cleaned off with soap and water. Because imperfections 
in the subsurface could show through after installation, sand bumps flat, and fill any holes or seams with a caulking 
compound and sand smooth so the board is flat and level. Certain damaged boards may not be right for this peel & 
stick product, so if you have any doubts, please call Wolf-Gordon at 1-800-347-0550.

HANGING GUIDELINES
Everase is customarily installed horizontally (railroading), to avoid vertical seams in the primary writing/viewing area. 
Before installation, it is important that the material is precut to the approximate length needed. Roll the material out 
while it is standing upright, and with a scissors or utility knife, cut to the length of the board plus 3" extra on each 
side for trimming. When handling, be careful not to crease or wrinkle the material. With a spray pump (or sponge), wet 
the entire board surface liberally with the spray solution, rewetting if it starts to dry. It is important that the solution 
properly wets the subsurface without beading up, so watch for a few minutes as the solution trickles down. Once the 
top of the board starts to dry out, check to make sure there are no signs of beading.

INSTALLATION
With the aid of an assistant, hold the roll parallel to the floor. While the lead installer holds the peel & stick material, 
the assistant should place the roll on the floor and then quickly pull the paper backer off, being sure to catch the 
material before the paper backing is completely off. At about 3" from the end, the assistant should grab the material 
with one hand and remove the remaining part of the backer with the other. Then, the material should be pulled tightly 
across the board, making sure that it covers the tops, sides, and bottom. Checking that the guide edge stays aligned, 
use a squeegee and a soft cloth to press the material to the wet surface, allowing 2-3" of overlap on all sides.



With a soft cloth wrapped around the squeegee (to make sure that the edge doesn’t scratch the surface), the lead 
installer should press the material to the board from left to right, making sure the top left corner is stuck to the frame 
(using tape if necessary). Next, quickly squeegee down the middle of the board from left to right. Push the top of the 
material up to the top frame with your hand. As you squeegee with your other hand, the assistant should keep the 
material held tight at the top and bottom corners until you reach the assistant. Keep the “unlaid” portion away from 
the board until the lead installer comes close with the squeegee, so there are fewer air bubbles to press out. If nec-
essary, wet the face of the material to make it easier to run the squeegee over it.

Once the lead installer reaches the assistant, the assistant squeegees the tunnels and bubbles out while the lead 
trims the excess. Smooth the material from the middle and push outward where the bubbles can escape easily. If you 
start to notice that small bubbles remain, there are a few reasons this may occur: a) you may not have used adequate 
solution; b) you may be going too fast—it is important to keep low, uniform tension on the material to avoid areas of 
too much slack; or c) the board may have pits or distortions. Air bubbles should not be punctured, as this will damage 
the product and void its warranty.

TRIMMING AND FINISHING
When the air bubbles are gone, use the squeegee to tuck the material into the edges of the frame. Use the squeegee 
as your guide to trim around the edges with a sharp utility knife. It is helpful to cut a 45-degree notch at each corner 
so the material will lie flat, both horizontally and vertically. To get the best corner cut, start your trim approximately 
1.5" away from the corner and cut toward the center; cut excess trim off as it falls. Now go back and cut back to the 
corner. After final trimming, squeegee one last time to push out all the possible water, thus avoiding any bubbling 
while drying. Again, we recommend a soft cotton cloth or mild water spray to avoid damaging or scratching the surface.

Finish off the installation by using a damp cotton cloth to clean the whiteboard. If there happens to be any small or 
large gaps between the film and the inside of the frame, we recommend using 100% white silicone caulk (or white 
craft paint as an option) to hide any bad cuts. After 3-4 hours, squeegee again to ensure that the final board is free  
of all bubbling.

MAINTENANCE
Use multimedia or Expo® brand dry erase markers for optimal results. To maintain a long-lasting surface, remove 
markings with a clean terrycloth or microfiber cloth, pressing firmly in a circular motion. Dirty or worn cloths should be 
changed, as they can leave a residue on the surface. The Everase surface is scratch resistant but not scratch proof. 
Therefore, do not use ballpoint pens, blades, or scrapers, and avoid using dry erase/felt erasers, as they may scratch 
the writing surface.

For daily cleaning, rinse the surface with clear, warm water or glass cleaner and a natural sponge, and dry with a soft 
cloth. If washing does not remove markings, use a dry erase cleaner. Stubborn stains can be removed with a paint/
stain remover or a mixture of 80% rubbing alcohol and 20% water, applied to a cloth and then blotted or rubbed 
gently. Do not use abrasive cleaners. Inadvertent use of a permanent marker (e.g., Sharpie®) can be removed with 
alcohol or glass cleaner, or by writing over the markings with a dry erase marker and wiping off with a dry erase cloth. 
When necessary, use Fun-Tack® and not tape on the Everase surface.

Note: The above is intended only as a guideline. Wallcovering installations must conform to current hanging instructions 
included with each shipment. The installer has final responsibility for proper installation and evaluation of jobsite conditions.
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